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MAINTENANCE WITHOUT ACCIDENT

Before servicing, adjusting, or repairing loaders
which have attachments such as log and lumber
forks, buckets, etc.—LOWER attachments to the
ground—or, if necessary to raise them for access to
certain parts, SECURELY SUPPORT by external
means. DO NOT rely on controls to support or posi-
tion attachments for maintenance.

Never allow ANYONE to walk under equipment
that is raised and not properly blocked.
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T32704N

Avoid working directly under raised and blocked
equipment unless absolutely necessary.

If the machine is on an incline, block it securely.

Use hoisting equipment for lifting heavy parts.
TAKE CARE! WATCH OUT FOR OTHER PEOPLE
IN THE VICINITY.

Use extreme caution in removing radiator caps,
drain plugs, grease fittings, or hydraulic pressure
caps.

T327058

Wear safety glasses when drilling, grinding, or
hammering metal.
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Make sure the maintenance area is adequately
vented.

Keep maintenance area CLEAN AND DRY. Oily
and wet floors are slippery; greasy rags are a fire
hazard; wet spots are dangerous when working with
electrical equipment.

Store starting aids in a cool and well-ventilated
place, out of the reach of unauthorized personnel.

SERVICING PRECAUTIONS

Stop the engine before cleaning or lubricating the
equipment.

Lower mounted equipment and tools to the ground
carefully.

Engine coolant gets hot! Don't remove the radiator
cap until coolant temperature is below the boiling
point. Then turn cap slightly to relieve pressure be-
fore removing.
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Exhaust gases are dangerous! Periodically check
exhaust system for excessive leakage.

Don't forget a hydraulic system may be pressur-
ized! To relieve pressure, follow the technical man-
ual.

The loader is equipped with a hydraulic accumula-
tor—recharge by using only dry nitrogen. Again fol-
iow the technical manual for procedure.

When checking hydraulic pressure, be sure to use
the correct test gauge for the pressure in the particu-
lar system.
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MAINTENANCE WITHOUT ACCIDENT
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Keep ALL equipment free of dirt and oil. This at-
tention will minimize fire hazards and facilitate spot-
ting of loose or defective parts.

When preparing engine for storage, remember that
inhibitor is volatile and therefore dangerous. Seal and

tape openings after adding the inhibitor. Keep con-
tainer tightly closed when not in use.

ADJUSTING PRECAUTIONS

....for Operating Adjustments
Keep clutch and brake control units properly ad-

justed at all times. Before making adjustments, stop
engine.
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Before removing any housing covers, stop engine.
Take all objects from your pockets which could fall
into the opened housings. Don't let adjusting wrench-
es fall into opened housings.

...for Maintenance Adjustments

M WRONG P
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Don't attempt to check belt tension while the en-
gine is running.

Don't adjust the fuel system while the machine is
in motion.
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MAINTENANCE WITHOUT ACCIDENT

KNOW EQUIPMENT IS READY!

Check guards, canopies, safety bars—all protec-
tive devices installed on the loader. Every one should
be in place and secure. “

CHECK IT ouT!

O GUARDS

3 CANOPIES

O SHIELDS

O PROTECTIVE DEVICES

0 ROLL-OVER PROTECTIVE STRUCTURES
O SEAT BELTS, ETC.

 RIGHT

raarzizr

Carefully inspect equipment for visual defects—
leaks in fuel, lubrication, and hydraulic systems. Do
not search for pressurized fiuid leaks with your
hands. Use cardboard or wood to search for leaks.

X WRONG
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Check levels of fuel, coolant, hydraulic fiuid, and
lubricating oil. If fuel must be added—FIRST, PUT
OUT THAT CIGARET.

Check and secure all caps and filler plugs for fuel,
oils, radiator, etc.
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M WRONG

7327140

Be sure to clean any oil, grease or mud accumula-
tion from fioor of operator's compartment, stepping
points, and grab rails to minimize the danger of slip-
ping.

In freezing weather beware of snow or ice deposits
on stepping points, grab rails, and floor.

Remove loose bolts, tools, or other objects from
floor of operator's compartment.”

Although it is impractical to try to cover every pos-
sible maintenance situation, the safety precautions
recommended here should serve to develop and pro-
mote safe maintenance procedures.

The information contained in this manual is not in-
tended to replace safety codes, insurance require-
ments, federal, state, and local laws, rules and
regulations. In particular, your service area or jobsite
activities may be subject to state safety rules and/or
federal regulation under the Occupational Safety and
Health Act (OSHA). Familiarize yourself with all regu-
lations applicable to your situation in order to avoid
possible safety violations.

Hlustrations and copy reproduced in part by per-
mission of Construction Industry Manufacturers’ As-
sociation (CIMA).
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Group 5

GENERAL MACHINE SPECIFICATIONS

(Specifications and design are subject to change without notice. Wherever applicable, specifications are in
accordance with ICED and SAE Standards. Except where otherwise noted, specifications are based on a machine
equipped with all standard equipment and 17.5-25, 12-ply loader-tread tires with 1180 Ibs (535.2 kg) CaCl, solution

in rear tires, ROPS cab, side counterweights, full fuel tank, and 175 Ib. (79.4 kg) operator.) ,

Power (at 2,200 engine rpm): SAE
Gross ... 115 (85.8 kW*)
Net ..................... 105 (78.3 kW) 106.5 PS

*Net engine flywheel horsepower is for an engine
equipped with fan, air cleaner, water pump, lubricating
oil pump, fuel pump, alternator, and muffler. The gross
engine power is without fan. Flywheel power ratings
are under SAE standard conditions of 500-ft. (150 m)
altitude and 85°F (29°C) temperature and DIN 70 020
conditions (non-corrected). No derating is required up
to 10,000 feet (3000 m) altitude.

**In the International System of Units (Sl), power is
expressed in kilowatts (kW).

Engine: John Deere turbocharged diesel, vertical 6-
cylinder, 4-stroke cycle.

Bore and stroke . .. .. 4.19 x 5 in. (106.5 x 127 mm)
Piston displacement ........ 414 cu. in. (6784 cm?)
Compressionratio ................... ... 16.2 to 1
Maximum torque @ 1,400 rpm.......... .. 325 |b-ft
: (44.9 kg-m)
NACC or AMA (U.S. Tax) horsepower .......... 42
Lubrication . . . . .. Pressure system with full-flow filter
Cooling . . .... Pressurized with thermostat and fixed

by-pass
Fan ... ... . Blower
Aspirated air cleaner with restriction indicator... Dry
Electrical system ... ... 12-volt (12 v) with alternator
Batteries (2) ........ Reserve capacity: 420 minutes

each battery

Litho in U.S.A.

"Torque Converter:

Type ..o Twin-turbine
Torque Multiplication. . .................. 515to 1
Transmission................ Power Shift planetary
Forward Speeds: mph km/h
1o 0-3 0-4.8
2 3-7.7 4.8-12
3. 0-11.2 © 0-18
4. .. 11.2-25 18.40

T 0.4 0-6.4
6.4-16

Note: Shift from 1stto 2nd and 3rd to 4th is automatic.

Differentials:

0T | No-Spin
Rear ... . ... ... Standard
Drive Axles .. .. Inboard-mounted planetary gears to

each wheel. Front axle fixed. Rear axie oscillates 22-
degree total (13.5 inches [343 mm] vertical travel at
center of tire).
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Brakes:

Service ... Power actuated, 4-wheel, inboard-mount-
ed wet disk. Foot-operated by either right or left pedal.
Parking.......... 10 x 1.5-inch (254 mm x 38 mm)
expanding shoe on transmission output shaft. Ad-
justable, hand-operated, with warning light and buzzer.
Steering .. ... Full power steering. Frame articulated
80 degrees by two hydraulic cylinders. Turning radius
of 13 feet 10 inches (4.22 m). Turning clearance is 32
feet 9 inches (9.98 m) for 2 yd?.

Hydraulic Systems:

Loader functions........ Independent engine-driven,
vane pump delivers 44.5 gpm (168.4 Lpm) at 600 psi
(42 kg/cm?) and 2,200 engine rpm. 2,500 psi (175.8
kg/cm?) relief valve pressure setting.

Control .......... Single-lever, dual hydraulic valve.
Optional triple hydraulic valve for fork or multipurpose
bucket.

Steering and brakes ... .. Engine-drive, eight-piston,

variable-displacement pump delivers 26 gpm (98.4
Lpm) at 2,200 engine rpm and 2,000 psi (140.6
kg/cm?). Maximum system pressure is 2,400 psi (169
kg/cm3).

Hydraulic Cylinders:  Bore Stroke
Boom, two ... 5.25 in. (133 mm) 22.26 in. (565 mm)
Bucket, one .. 5.25 in. (133 mm) 27.22 in. (691 mm)
Cylinder rods. . Ground, heat-treated, chrome-plated,
polished
Boom and bucket cylinder rods 2.25 in. (57 mm) dia.

Tires:

14-24, 12-ply-rating, grader tread, G2
17.5-25, 12-ply-rating, loader tread, L2
17.5-25, 16-ply-rating, loader tread, L2
17.5-25, 12-ply-rating, rock tread, L3
23.1-26*, 10-ply

*Use with iog loader

Wheel Treads:

Frontandrear .................... 70 in. (1.78 m)
Capacities: uU.s. Liters
Cooling........................... 32qt. 303
Fueltank ............ ........... 40 gal. 151.4
Crankcase with filter . .............. 20 qt. 19.6
Crankcase without filter ... ......... 18 qgt. 17.1
Transmission case and filters . ... ... 39 qt. 369
Front differential: No-Spin .......... 24 qt. 227
Rear differential ................ ... 25 qt. 23.7
Loader hydraulic sump ............. 48 qt. 454

Litho in U.S.A.

Additional Standard Equipment:

Adjustable cushioned seat
Engine side shields
Front fenders
Gauges:
Transmission oil temperature
Transmission oil pressure
Fuel
Coolant temperature
Engine oil pressure
Electric hour meter
Voltmeter
Loader hydraulic system indicator
Key switch
Push button safety start
Cigaret lighter
Parking brake warning light and buzzer

Transistorized voltane requlator

1sistorized voltage regulator
Vandal protection

Lights

Horn

Fuel filter

Automatic return-to-dig

Vertical muffler with rain cap

Rear bottom guard

Hand grips

Fixed drawbar

ROPS cab and seat belt

Heater

Antifreeze

Aspirated air cleaner with integral pre-cleaner
Cold weather starting aid

Special Equipment:

Rear axle disconnect

ROPS canopy and seat belt
Instrument panel cover with lock
Flashing and turning lights
Reverse warning alarm

Triple loader hydraulic valve
Side counterweights

Front bottom guard

License plate bracket
Defroster fan

Engine coolant heater

SMV emblem

Automatic boom height control
ROPS quiet cab

Auxiliary cutting edges
Suspension seat

Sucker fan
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DIMENSIONS
BUCKET CAPACITIES
A B C
1-3/4 cu. yd. bucket 35 in. 8ft. 11in. | 19 ft. 1 in.
(889 mm) | (272m) | (582 m)
2 cu. yd. bucket 35.9 in. 8ft 10in. | 19 ft. 2 in.
(912 mm) | (269 m) | (5.84 m)
3 cu. yd. bucket 425 in. 8 ft. 4 in. 20 ft.
(1079 mm) | {(2.54 m) (6.10 m)
1-3/4 cu. yd. multipurpose | 35.2 in. 8ft. 3in. | 20 ft. 1 in.
(834 mm) (2.51 m) (6.12 m)
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